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PAVEMENT SEAT REPAIR DETAILS
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VARIES *

APPROACH SLAB ANCHOR (TYP.)

EXISTING CURB
LINE (TYP.)

¢ BRIDGE

EXIST.
SLOPE

EXIST.
SLOPE

VARIES *MEASURED ALONG BACK
OF PAVEMENT SEAT
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 6  2 

10
"

5"

135° 

1'-0"

4"

11"

1'-6"

6
"

6"

  BEND BARS AS REQ'D TO CONFORM TO THE
  CONFIGURATION OF THE ROADWAY CROWN.

BENDING DIAGRAM(ALL DIMENSIONS ARE OUT TO OUT TO POINTS OF INTERSECTION)

BAR LIST

(A) DETERMINE FROM PLANS

STR.

1'-3"

(A)  

2'-4'

2'-4"
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LENGTHSIZEMARK

 3 #4 CONTIN. W/2'-0" MIN. 
SPLICE @ CONST. JT.

SURFACE SHALL BE ROUGHENED AT
¼" AMPLITUDE AND BE CLEAN & FREE 
OF LOOSE OR UNBONDED CONCRETE

 PAV'T. SEAT

APPROACH SLAB ANCHOR METHOD B 
@ 2'-0" SPA. IN ACCORDANCE WITH
BRIDGE APPROACH SLAB DETAILS 3 OF 3.

DRILL Ð"ø x 7" HOLE
@ 1'-6" O.C. FOR
 6 #4 (SET IN EPOXY RESIN)

DRILL 1"ø  X 9"  HOLE 
@ 1'-0" O.C. FOR 1 #6
(SET IN EPOXY RESIN)

CHIP OUT FOR 
CONT. SHEAR KEY

 2 #4 @ 1'-6"
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1"10"

BRIDGEAPPROACH
SLAB

TOP OF EXIST.
ROADWAY

EXISTING ANCHOR RODS @ 2'-0" O.C.
(CUT BARS AS REQ'D TO VERTICAL FACE
OF BACK OF PAVEMENT SEAT AND COAT
EXPOSED END WITH EPOXY RESIN)

EXISTING BRIDGE APPROACH 
SLAB (TO BE REMOVED)

EXISTING PAVEMENT SEAT (TO
BE REMOVED UNDER FORCE
ACCOUNT AS APPROVED BY
THE ENGINEER)

EXISTING REBAR TO REMAIN
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THE DIMENSIONS SHOWN IN THE PLANS ARE BASED ON
ORIGINAL CONSTRUCTION RECORDS TOGETHER WITH SURVEY
DATA. THESE DIMENSION SHALL BE MEASURED IN THE FIELD BY
THE CONTRACTOR PRIOR TO FABRICATION OF ANY COMPONENTS.

* 

1" CHAMFER

EXPANDED POLYSTYRENE FULL LENGTH
OF JOINT BENETH COMPRESSION SEAL

135°

45°  

SEE APPROACH SLAB
SHEETS FOR DETAILS

PAVEMENT SEAT. COVER WITH ONE
LAYER 15 LB. ASPHALT BUILDING FELT.

SEE COMPRESSION SEAL DETAIL ON 
BRIDGE APPROACH SLAB DETAILS 3 OF 3.

PAVEMANT SEAT END VIEW

PAVEMENT SEAT
RETROFIT CONDITION

PAVEMENT SEAT
EXISTING CONDITION

¼" THICK SYNTHETIC CLOSED CELL 
EXPANDED RUBBER JOINT FILLER
CEMENTED TO JOINT SEAL AT END

COMPRESSION SEAL

DETAIL A

SEE DETAIL A


